
INSTALLATION & USER MANUAL

20 INCH CEILING FAN WITH LIGHT

Customer Service: support@ breezary.com
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Safety lnformation
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Dimension Reference

Hardware Included

Expansion Screw        2pcs
Flat Washer                  4pcs 

Balanced Patch            2pcs

Wood Screw                4pcs 

Wire Nut                         3PCS

Fan Parts Included
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                                       Quantity

 1. Mounting Bracket              1

 2. Down Rod                          1+1

 3. Canopy                              1

 4. Canopy Cover                   1

 5. Metal Cover                       1

 6. Lamp drum cover              1

 7. Lamp Body                        1

 8. Remote Control                 1

     ( Batteries Not Included)
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Exploded View

  

NOTE:

The illustration shown is not scaled or its actual 

configuration may vary. Product/parts are subject to

 change without notice.

Mounting Bracket

Down Rod

Canopy

Canopy Cover

Metal Cover

Light Source

E12 Base Bulbs

(not included)

Lamp Body

Lamp Drum Cover
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Fig.1b

Fig.1e
Fig.1d

Canopy

Installation Instructions

Step1 MOUNTING

- Take out the fan motor housing.

- Remove cotter pin and bolt from yoke. (Fig.1a)

- Loosen the jam screw in the yoke until it is flush with the inside surface.

- Insert the down rod into the connection of the lamp body and lock the bolt with a cotter pin.

- Route wires exiting the motor through the yoke cover, canopy, and down rod.

- Insert bolt through the hole in and down rod. Be careful not to damage or cut the fan wires.

- Secure the down rod in position by tightening the jam screws. The side yoke cover is down and it will flush with the 

motor housing.

CAUTION: To ensure wobble-free operation and to avoid damage to the fan, the down

rod and the set screw must be completely tightened.

Canopy Cover

Metal Cover

Warning:

For your safety, please turn off the power of the

fuse box or circuit breaker before all your actions.

Fig.1a

Down Rod 

Set screw

Cotter Pin
Jam Screw

Fig.1c

Down Rod

Cotter Pin

3

1

Bolt

Bolt

2

Yoke

Yoke
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Installation Instructions

Step 2 Install the lamp drum cover onto the motor

- Align the lamp drum cover with the hole position on the motor and

  tighten it with screws.

Step 3 INSTALL MOUNTING BRACKET

-  Install J-hook through centre of outlet box and into the ceiling.

-  Secure mounting bracket and rubber gaskets to metal outlet box.

-  Hang the safety cable onto the J-hook.

Fig. 2

x4

x2

J-Hook

J-Hook

Safety Cable

J-Hook

Fig. 3a Fig. 3b

Fig. 3c

Ceiling Ceiling



Ceiling

Ground Wire

AC  IN N

(White )

Zero Wire

Fire Wire

AC IN L

(Blue)
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Installation Instructions

Step 4 ELECTRICAL HOOK-UP

Fan lamp controller

White Wire

Blue Wire

For Light L

(Blue Wire)

TO Motor L

(Black Wire)

Public Zero Line

(White )
Green Wire

Black Wire

A.  Use wire connectors to connect household supply and receiver wires according to the diagram and the

     following steps:

- Connect the white wire with the "Public Zero Line" label to the white fan wire.

- Connect the black wire with the "TO Motor L" label to the black fan wire.

- Connect the blue wire with the "For Light L" label to the blue fan wire.

- Connect the green wire from the down rod and mounting bracket to the Bare / Green(ground ) supply wire.

- Connect the blue wire with the "AC IN L" label to the black supply wire.

- Connect the white wire with the "AC IN N" label to the white supply wire.

B. Hang the ball joint and the fan onto the bracket, make sure the guide pin of the bracket is fitted into slot

    of ball joint.

Groove 

Seat Tab

Fig. 4a

Fig. 4b

WARNING : Failure to seat tab in groove cause damage to electrical wires and           

                     possible shock or fire hazard.
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Remote functions: (Figure a) indicator LED Iight
When the remote control is operated to send commands,
the indicator light is on normally ( if not, the battery may be 
low or the remote control may be damaged.) 2
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IMPORTANTPOINTS:
1.Please read this instruction,and save it for further use.
2.Before installation, TURNOFF THEPOWERTOYOURCEILINGFAN ( at themain switch box or fuse box).
3.Please note that all wiring appliances should be installed by a qualified electrician.
4.This unit is to be used in a AC 110V-120V 50HZ / 60HZ supply only. ( Rating:Max 100W, Min 15W for fanmotor;
Max300W, Min 5 W for light kits.)
5.Do not install in damp locations or immerse in water. ( For indoor use only.)
6.Do not pull on or cut leads shorter.
7.Do not drop or bump the unit.

1 : Switch Indicator 

2 : Speed Controller
3 : Fan Shutdown
4 : Timer
5 : Indicator Light

8.PLEASENOTE: Thebatterywill weakenwith age and should be replaced before leaking takes place as this will
damage the transmitter.

9.The batteries must be removed from the transmitter before it is scrapped and the batteries shall be disposed of safety.
10.The switch shall bemounted at a height greater than 5.6ft.
11.The electric shock protection of the RF receiver shall be depended on its installation.
12.TheRF remote controller shall be usedwithin its rating range, otherwise overheating or dangerous phenomenon

may occur.
13.CAUTION:To reduce the risk of fire or injury, do not use this product in conjunction with any variable ( rheostat) wall
control.

receiver and transmitter

Remote control only:Install the two 'AAA'1.5 volt batteries ( NOT included )
Whenoperate ceiling fanby remote controller,you should note that code switch must be set at the same for both

.

HI

1H

Figure a

Installation Instructions
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Installation Instructions

Step 4 ELECTRICAL HOOK-UP

 

Fig. 4c

Fig. 4d

Fig. 4e Fig. 4f

        After the wiring is finished, leave the receiver in the bracket and secure it the electrical tape then secure the  canopy  

     to the bracket.

     Push all connected wires up into ceiling box.

     When installing the canopy, ensure the antenna is not pressed by the canopy.

     Ensure to connect all ground wires accordingly.




