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CEILING FAN WITH LIGHT















Step6 Assembling the lamp housing
Feed the wire through the center hole of the lamp housing

Fix the lamp housing with screws.

Connect the motor end plug to the light source end socket.

Install the lampshade to the lamp housing by turning clockwise to lock it into place.

Fig.6
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Installation Instructions

Fan Blades

Blade Bracket

Repeat x10

Fig.4

Step4 Installing the blades
Remove the fan blades, Blade Brackets, screws, and nuts from the package and install 
all fan blades as shown.

Step5 Installing the blades assembly onto the motor

Repeat x10

As shown in the diagram, secure the component depicted in Figure 1 to the motor 
using screws.Be sure to tighten the screws.

Fig.5



Put the receiver in the mounting bracket.

Fig.7a Fig.7b

Step 7 Installing the receiver
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Connect the wires according to the wiring diagram.

Step8 Wiring the Fan

Installation Instructions

Fig.8a
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Mounting
Bracket

Screw
Light drum

There are magnets inside

Slide the Light drum up and secure it to the mounting bracket with the provided screws.
Ensure all screws are tightened securely. Push the small lid to the top

Fig.8b

Installation Instructions
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Installation Instructions

3.Natural wind
2.LIGHT ON/OFF
1.Light/Fan ALL OFF

4.Buzzer Mute
5.Speeds
6.FAN OFF
7.Forward
8.Reverse
9.Timer 1 Hour

10.
11.Timer 4 Hour

Open battery cover on the hand-held remote and install battery,pair of AAA of emitter(1.5V)
that are not included.

Timer 2 Hour

After powering on,press and hold“ ”on the handle 
immediately.After hearing the beep,release the“ ”button 
to turn off the beeping.(If you need to turn the prompt sound 
back on,turn off the power first,then turn it on again,and repeat 
the above actions)
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When the emitter cannot control the receiver,please check the battery switch touching
normally or not,correction of the positive and negative,full or empty of the power.

When the emitter cannot control the receiver,please check if there are any similar 
remote-controlled products nearby,then check whether they work,because
remote-controlled product with the same frequency will disturb each other.

Please take out the battery from the emitter when leaving unused for long time.
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Troubleshooting Guide
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BALANCING WEIGHT

PLASTIC CLIP

Use the balancing kit only if excessive fan wobble persists after completing all the steps under “Attaching 

the Fan Blades’’ in your Owner’s Manual.
1. Turn on the fan and set it to the speed where the wobble is most noticeable.
2. Turn off the fan and allow it to come to a complete stop. Select one blade and place the balancing clip 
    halfway between the blade holder and the tip, on the trailing edge.
3. Turn the fan back on and observe whether the wobble has increased or decreased. Repeat the test on each 
    blade, noting which one shows the most improvement.
4. Move the clip back to the blade that showed the greatest improvement. Adjust the clip’s position slightly 
    inward and outward along the blade to find the optimal location.
5. Remove the clip and attach a balancing weight to the top of the blade, near the clip position, along the 
    centerline.
6. If the wobble persists, you may further improve the balance by using the clip and additional weights.

Balancing Kit


