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Parts List (EN)

It takes two peopleto  Recommended to use Do not use a hammer,  The use of an electric
work together to a screwdriver to it might damage the wrench is not
assemble the product. assemble the product  board. recommended.If used,

please set the torque
to the minimum.
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Parts List (EN)

No. A
Quantity:57+3 Pcs

No. B
Quantity:69+4 Pcs

No. C
Quantity:30+2 Pcs

No. D
Quantity:43+3 Pcs

Cam Lock Dowel Cam Sticker Dowel
8*28mm @15 @20 8*30mm
<P
Tr 72
No. E No. F No. G No. H

Quantity:6+1 Pcs

Quantity:8+1 Pcs

Quantity:6+1 Pcs

Quantity:40+3 Pcs

Double-ended rod Screw Screw Screw
6*64mm M3.5*%14mm M3.5*%25mm M4*30mm
’\3\‘
g™ g S
No. | No. ) No. K No. L
Quantity:12 Pcs Quantity:2 Pcs Quantity:12+1 Pcs Quantity:10+1 Pcs
Foot Pad Adjust The Foot Dowel Screw
100*12*2 10*40mm M8*35mm
\\\\
H
M
No. M No. N No. O No. P
Quantity:2 Pcs Quantity:12+1 Pcs Quantity:12 Pcs Quantity:12 Pcs
U-shaped hardware Full tooth screw Gasket Hex nut
86*45*30 M8*80mm 29*%15*7 M8
=
No. Q No. R No. S No. T
Quantity:4 Pcs Quantity:1 Pc Quantity:1 Pc Quantity:1 Pc
Glove Allen Key Wrench Screwdriver
5#




Installation Instructions for Hardware Labeled
'N' and Accessories Labeled 'O' and 'P'

N | -
i n the previous step, please screw
-y P P. P

the parts labeled 'N' into the holes.

When installing, please do not fully
push the footboard or headboard with
the already installed 'N' accessory into
the side panels, otherwise it will make
it inconvenient to install the
accessories marked 'O" and 'P'.

During installation, please push the
bed footboard or headboard with the
installed 'N' accessories into the side
. panels 80% to facilitate the installation
of the accessories marked 'O" and 'P".

Please first push the accessory marked
'O into the accessory marked 'N', then
o screw in the accessory marked 'P'.

After screwing in the parts marked 'P' to

prevent 'O' and 'P' from falling out, fully

i push the footboard or headboard into the
side panels, and finally lock 'P" in place.
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STEP 1

INSERTING AND TIGHTENING CAM-BOLT

_ v X
| &

S DB DD

Insert Cam-lock
with arrow align CORRECT WRONG

to Cam-bolt head

—

Align the arrow
on the Cam-lock
to the Cam-bolt
head and insert
the Cam-lock.
Ensure Cam-lock
is fully inserted.
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STEP 2

INSERTING AND TIGHTENING CAM-BOLT

X

B D DD

Insert Cam-lock
with arrow align CORRECT WRONG

to Cam-bolt head

Ax8PCS
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INSERTING AND TIGHTENING CAM-BOLT

Y

W v 1X

Place Cam-bolt on pre-drilled  Shoulder is flushed (on the  gnouider is above the panel.
hole and screw in vertically same level) with the panel.

Align the arrow
on the Cam-lock
to the Cam-bolt
head and insert
the Cam-lock.
Ensure Cam-lock
is fully inserted.




INSERTING AND TIGHTENING CAM-BOLT

Y

‘E g v X

Place Cam-bolt on pre-drilled  Shoulder is flushed (on the
hole and screw in vertically same level) with the panel.

h \\A

Shoulder is above the panel.

Align the arrow
A on the Cam-lock
to the Cam-bolt
head and insert
<. | the Cam-lock.

Jd Ensure Cam-lock
is fully inserted.

INSERTING AND TIGHTENING CAM-BOLT
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Insert Cam-lock \
with arrow align CORRECT WRONG \
to Cam-bolt head v f?%j
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INSERTING AND TIGHTENING CAM-BOLT

T

‘@ o ﬁ/ EX

Place Cam-bolt on pre-drilled Shoulder is flushed (on the

) Shoulder is above the panel.
hole and screw in vertically same level) with the panel.

Align the arrow
A on the Cam-lock
to the Cam-bolt
INSERTING AND TIGHTENING CAM-BOLT head and insert

the Cam-lock.
= / x Ensure Cam-lock
‘ e is fully inserted.
> S B D |

Insert Cam-lock
with arrow align CORRECT WRONG

to Cam-bolt head
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STE P 5 @[\ INSERTING AND TIGHTENING CAM-BOLT

T
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Place Cam-bolt on pre-drilled  Shoulder is flushed (on the  ghouider is above the panel.
hole and screw in vertically same level) with the panel.

Align the arrow
A on the Cam-lock
to the Cam-bolt
head and insert
the Cam-lock.

Ensure Cam-lock
INSERTING AND TIGHTENING CAM-BOLT is fuIIy inserted.
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Insert Cam-lock
with arrow align CORRECT WRONG

to Cam-bolt head
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STEP 6

Note: Screw the
shorter end of the
screw into the board.

When installing the screw N, /
please wear finger cots for N
better grip and finger protection.
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STEP 7
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STEP 8

INSERTING AND TIGHTENING CAM-BOLT
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Insert Cam-lock
with arrow align CORRECT WRONG

to Cam-bolt head
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Place Cam-bolt on pre-drilled  Shoulder is flushed (on the  ghouider is above the panel.
hole and screw in vertically same level) with the panel.

Please pay attention to the orientation
when installing; the side with the guide
hole should be on top.

Align the arrow
on the Cam-lock
to the Cam-bolt
head and insert
the Cam-lock.
Ensure Cam-lock
is fully inserted.




STEP 9

INSERTING AND TIGHTENING CAM-BOLT

/X
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Insert Cam-lock

with arrow align CORRECT WRONG
to Cam-bolt head
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INSERTING AND TIGHTENING CAM-BOLT
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Place Cam-bolt on pre-drilled Shoulder is flushed (on the
same level) with the panel.

hole and screw in vertically

Shoulder is above the panel.

Align the arrow
on the Cam-lock
to the Cam-bolt
head and insert
the Cam-lock.
Ensure Cam-lock
is fully inserted.




STEP 10
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STEP 11

Align the arrow
A on the Cam-lock
to the Cam-bolt
head and insert
the Cam-lock.

Ensure Cam-lock
is fully inserted.
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INSERTING AND TIGHTENING CAM-BOLT
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Place Cam-bolt on pre-drilled  Shoulder is flushed (on the  gnhoulder is above the panel.
hole and screw in vertically same level) with the panel.

Please pay attention to the orientation
when installing; the side with the guide
hole should be on top.

INSERTING AND TIGHTENING CAM-BOLT
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Insert Cam-lock
with arrow align CORRECT WRONG

to Cam-bolt head

Please note that during
installation, the tops of the two
boards need to be kept flush.




STEP 12
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Insert Cam-lock
with arrow align CORRECT

to Cam-bolt head
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INSERTING AND TIGHTENING CAM-BOLT
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Place Cam-bolt on pre-drilled  Shoulder is flushed (on the  ghouider is above the panel.
hole and screw in vertically same level) with the panel.

Align the arrow
on the Cam-lock
to the Cam-bolt
head and insert
the Cam-lock.
Ensure Cam-lock
is fully inserted.

Please note that during
installation, the tops of the two
boards need to be kept flush.
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STE P 1 3 Note: Screw the

shorter end of the
screw into the board.

g Reminder: The bed frame is heavy. e AN

From this step on, please place the N
accessories in the area where the bed / \
will eventually be placed, and then 4 \

proceed with subsequent assembly /
operations. S

When installing the screw N,
please wear finger cots for
better grip and finger protection.

Note: Screw the
shorter end of the
screw into the board.
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STEP 14

please confirm the distance of
the holes before assembly, the
short side of the holes is up!
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STEP 15
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STEP 16
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When installing, please pay
attention to the installation
direction of wooden part number
18. The countersunk hole (large
hole) should face outward.

Please pay attention to the orientation
when installing; the side with the guide
hole should be on top.
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STEP 18

Make sure the wooden slats are
fully resting on the metal bracket
before tightening the screws. If
there is a gap between the bottom
of the wooden slats and the metal
bracket, adjust the feet to lower the
slats before tightening the screws.
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STEP 19

Note: First lay the bed slats flat on
the bed, then control the spacing

and arrange them orderly.
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First, make sure the bed frame is

properly positioned and that the
side frames are perpendicular to

the headboard and footboard
before installing the slats.




STEP 20

Assembly complete
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