DS-TSO19B/F







1750*300*15mm 1PC

1750*300*15mm 1PC

turn over

200*478*12mm

1PC

turn over

200*478*12mm 1PC




200*300*12mm 1PC 200*100*12mm 1PC 200*100*12mm 1PC

200*245*12mm 1PC 200*245*12mm 1PC
‘ /

200*245*12mm 1PC 200*84*12mm 2PCS

680*210*3mm 2PCS




30PCS

12PCS

F{

‘(((l(((((«(‘ @5+40mm

6PCS 10PCS 10PCS
L
>
N ( @
g M4*8mm
|17 |2*2
1PC 2PCS 4PCS
()
2PCS 1PC 8PCS 36PCS

1PC




STEP 1

First : Cut the candle thin

The candle is relatively thick, so you l
can cut off a portion with a knife to

ensure that it can be placed in the

groove for friction use

Second : Apply repeatedly

within the entire groove. The
more wax, the smoother the
sliding door will be

Y — [

Apply wax to the top and

/ bottom surfaces
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STEP 2
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STEP 4
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STEP 6
STEP 7
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STEP 10




STEP 12

KX 2PCS

L X 4PCS

NX 1PC

STEP 13
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STEP 14
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EX 4PCS

STEP 15
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