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Product Maintenance

ACRYLIC BASES and BACK WALLS: To ensure long-lasting
life for your acrylic base and/or back walls, wipe them off
after each use with a soft cloth. To clean the acrylic base and/
or back walls, use only non-abrasive sprays or cream-based
cleaners. Avoid the use of aerosol spray cleaners. Never use
abrasive cleansers, metal brushes, or scrapers that could
scratch, damage, or dull the surface.

IMPORTANT!

The product owner should keep this installation manual for
their records so they have it for future reference.

© 2025 All Rights Reserved

If you are a contractor installing this unit for a customer, it is
recommended that you complete the section below, cut it out
of the manual with scissors, then leave the rest of the manual
with your client.

Contact the manufacturer directly for more information on
warranty, troubleshooting, replacement parts, customer
support, etc.

Record the following purchase information for your records or in the event you need to contact the manufacturer:

Purchase Order Store/Vendor
Number Purchased From
Installation Date OD Number
(optional) *found on the shipping box
or label if available
Installed By
SKU Number
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Low Profile Acrylic Shower Base
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(Prior to contacting the manufacturer, please have the
following information readily available:

- Purchase Order information

= Name, PO Number, Dealer/Vendor Name, etc.
- SKU/Model Number
\- Factory Part Information Y,

IMPORTANT!
The manufacturer reserves the right to alter, modify, or redesign products at any time without prior

notice for the purpose of product improvement and customer experience.
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6 Positioning the Frame in the Opening

Decide on the handing of the door and panel prior to placing the assembly into the
opening to mark the holes for drilling. Position the frame assembly so that the

@ Inline Panel Glass (#06) as well as the Door Glass (#04) will be installed on the
desired side of the opening. If needed, refer to Step 2 on Page 10 to identify each
side. If the Top and Bottom Rails were cut, that end is the door side. Fig 6
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Fig 6

Before marking the holes for drilling, confirm the

assembled frame is tight to the tub deck, the Wall
@ Profiles (#02) are tight to the walls and the frame is
level and plumb. Be sure the frame is completely

@\ motionless when marking for drilling.

)@ Tools Needed

o SE

i
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7 Drilling for Frame Installation

@3/16"
Drill Bit

*see NOTE

Fig 7

/If a stud is present behind the wall, drill a hole\

using a @3/16" drill bit and pilot the stud using

Tools Needed

a @1/8" bit. Do not use wall anchors.
If no stud is present, drill the hole using a Parts Needed
@5/16" drill bit and insert Wall Anchors (#14)

as shown in Fig 7.3. Be sure to drill deep
enough for the ST4.0 x 55mm Pan Head

\Screws (#09) (See Step 10) )

SLIDING SHOWER AND TUB DOOR WITH FIXED PANEL Installation Manual Ver3 EF022 WL 062025
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8 Installing the Roller Wheels on the Door Glass

Fig 8
*Left-hand door installation shown

The lock nut on the Top Roller Assembly
(#17a) and the push-button on the Bottom
Roller Assembly (#17b) should both be
installed pointing up. DO NOT overtighten the Parts Needed
Roller Assemblies (#17a/17b).

4 Top Wheels Bottom Wheels N

Tools Needed

Faces Up Faces Down Button faces up

/
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9 Placing the Door Glass in the Opening

Before securing the frame assembly, bring the Door Glass (#04) into
the tub area and lean it safely against the wall, using padding to
protect the glass, walls, and tub surface. Make sure the handle holes

on the Door Glass (#04) are on the correct side for installation. Fig 9

All 4 Roller
wheels face
forward, toward
the outside

of the shower

Handle holes oﬂ
correct side for)

installation

Fig 9

/DO NOT install the towel bar or handle onto the

glass until instructed to do so. DO NOT attempt

~

This could result in damage to the glass and/or
serious personal injury. Always use an assistant or
a professional grade suction cup when handling

\heavy glass. )

n to lift the glass using the towel bar or handle. Parts Needed Tools Needed
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10 Installing the Frame in the Opening

wall
profiles

bottom
rail

ST4.0x55

A W

Overhead View

ST4.0x55

“
- (B

Fig 10

The screwheads on the ST4.0x55 Pan Head
Screws (#09) will pass through the larger
holes in the Glass Profiles (#01) and then

secure the Wall Profiles (#02) to each wall.

Parts Needed

Extender Driver Bit recommended
for the installation of these screws.

Tools Needed

SLIDING SHOWER AND TUB DOOR WITH FIXED PANEL Installation Manual Ver3 EF022 WL 062025
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11

Installing the Inline Panel Glass & Towel Bar

inside

/

inside

Fig 11a

Use caution when installing the

Inline Panel Glass (#05) into the
frame to prevent damage to the
edges of the glass.
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Fig 11b

~J

Parts Needed Tools Needed

//J —
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12

A

DO NOT use a screwdriver or other metal tool to install the

Installing the Push-In Glazing Vinyl

inside ‘

T,

—

T &

A right-hand panel
installation is shown
as an example. The
door is reversible.

Fig 12

Parts Needed

To prevent scratching or damaging the glass and aluminum,

Push-in Glazing Vinyl (#08). Snap it in by hand, or use a
plastic putty knife or similar if necessary.
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13 Installing the Door Glass

align and install

bottom

inside

_—

4

adjust if
needed

align
and install
top

Fig 13

If necessary: Adjust the Top Roller
Assemblies (#17a) for smoother operation.

Tools Needed
Be sure to center the frame within
the Wall Profiles before the next step.
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14 Connecting the Profiles

DO NOT drill the profiles throughout, ONLY through the first
layer of the Wall Profile (#02) and Glass Profile (#01).

!

inside

~

wal

!

inside

e
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inside

e

Fig 14

Make sure the frame is centered within the Wall Pfiles, and that the Bottom Rail is
tight to the tub deck before screwing the Wall Profiles and Glass Profiles together.

The ST4.0x10mm Pan Head Screws (#11) and Decorative Covers (#13) should be
installed in the top and bottom of each profile.

Parts Needed Tools Needed

© 2025 All Rights Reserved

ST4.0x10mm Pan Head Screw (#11)

| @)
-------- »GWW SRR N Widopgggy 3
q: Wgh\er(#]l%) i @

-
Decorative Cap (#13)
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15 Handle and Vinyl Installation

/i;side

o s

door glass §

Inline Pane
Glass

H]

]
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(Shorter Vinyl SeaD

Handle Installation

o 7

outside

The two longer Vertical Vinyl Seals (#07) attach to both edges of the Door Glass
@ (#04) with the soft fins facing the outside of the shower.

The shorter Vertical Vinyl Seal (#07) attaches to the edge of the Inline Panel Glass
(#05) in the middle of the shower with the soft fin facing inside the shower.

Parts Needed

@ﬁ*@@
X3

*Left-hand door installation shown as an
example. The door is reversible.
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Applying Silicone

@ CI' he surfaces need to be clean and free of debris before applying silicone.>
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Fig 16

Allow 24 hours for the silicone caulk
to cure before using the shower.

J

Tools Needed

RS
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Product Maintenance

BASES and BACKWALLS: To ensure long lasting life for your acrylic back walls: wipe them off
after each use with a soft cloth. To clean the acrylic back walls use non-abrasive sprays or cream
based cleaners. Avoid the use of aerosol spray cleaners. Never use abrasive cleansers, metal
brushes or scrapers that could permanently scratch or dull the surface.

GLASS: To ensure long lasting life for your glass shower products: wipe them off after each use
with a soft cloth. Rinse and wipe off the glass using either a soft cloth or a squeegee to prevent
soap buildup and water spots (Hard water can etch the surface of the glass over time if left to dry).
To prevent scratching the surface: never use abrasive cleaners or cleaning products that contain
scouring agents. Never use bristle brushes or abrasive sponges that may scratch the surface of the
glass.

HARDWARE: To ensure a long lasting finish: wipe off all metal parts after each use with a soft
cloth. Do not use abrasive cleaners or cleaning products containing ammonia, bleach or acid. If
accidentally used, rinse the surface as soon as possible to prevent damage to the finish (peeling or
corrosion). After cleaning the polished finishes, rinse thoroughly and wipe dry with a soft clean-
cloth. Clean stainless steel surfaces at least once a week. When applying stainless steel cleaner or
polish to stainless steel hardware, work with the grain (not across the grain). Never use an abra-
sive sponge or cloth, steel wool or wired brush as these may permanently scratch the surfaces.

To maximize the life of your tub door, it is important to regularly inspect the
glass and other hardware for misalignment, proper attachment, and/or
damage. Contact the manufacturer with any questions or concerns.

FIXED PANEL SLIDING TUB DOOR Maintenance Checklist

O Inspect the Roller Assembilies; tighten if necessary
O Inspect Handle and towel bar; tighten if necessary
O Inspect glass clips; tighten if necessary
O Inspect and replace damaged or missing Vinyl Seals.
O Remove Vinyl Seals to inspect the edges of the glass for concealed damage.
Damaged glass must be replaced!
O Inspect silicone application. Replace as necessary to prevent leakage.
(refer to the manufacturer's recommendations on the proper application of their product).

SLIDING SHOWER AND TUB DOOR WITH FIXED PANEL Installation Manual Ver3 EF022 WL 062025
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Troubleshooting

Problem/Symptom

Suggested Solution

Missing Parts

« Check all shipping/packaging material for missing
parts/components.

« If not found, contact the manufacturer to order factory part
replacement.

Water leakage underneath Bottom
Guide Rail (#03)

» Make certain that the Bottom Rail (#03) is tight to the
threshold and that the silicone is creating a seal along the entire
length of the Bottom Rail.

« If the Bottom Rail is not making contact with the threshold, it
may be necessary to repeat Steps 6-7 to create a better seal.

Water leakage: Panel/Door Glass
(#05/04)

« Starting from the bottom, confirm that the Push-in Glazing
Vinyl (#08) is correctly inserted into the Glass Profile (#01)
(See Step 12).

« If possible, direct the flow of water away from the area.

Door Glass (#04) is not rolling
smoothly/closing tightly

* Use a #2 Phillips screwdriver to evenly adjust the Top Wheel
Assemblies (#17a) until the Door Glass (#04) rolls smoothly
and closes tightly (See Step 13).

Panel Glass (#05) shakes/rattles
during operation

» Starting from the bottom, confirm that the Push-in Glazing
Vinyl (#08) is installed tightly between the Inline Panel Glass
(#05) and the Glass Profile (#01)

* Inspect the Glass Clips (#16) for correct installation and
tighten if necessary (See Step 11).

available:

-

/Prior to contacting the manufacturer, please have the following information readily

@ - Purchase Order Information

- Name, PO Number, Dealer/Vendor Name, etc.
- Factory Part Information (see Page 27) /

~
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Factory Parts Information

SLIDING TUB DOOR WITH FIXED PANEL (58X60) - FACTORY PARTS INFORMATION

ITEM # FACTORY PART NUMBER ITEM DESCRIPTION QTY
01 [04002011-1474 / 04002041-1474 / 04002061-1474 / 04002091-1474 |Left or Right Glass Profile for 6mm (1/4in) Glass 2 pcs
02 [04183011-1474 / 04183041-1474 / 04183061-1474 / 04183091-1474 |Left or Right Wall Profile 2 pcs
03 [04001011-1437 / 04004011-1437 / 04006011-1437 / 04009011-1437 |Top or Bottom Guide Rail 2 pcs
04 1010021007 Door Glass 1pc
05 010022001 Inline Panel Glass 1pc
06 |07221006 / 07224006 / 07226006 / 07229006 Single Sided Curved Handle with Knob for 6mm (1/4in) Glass 1pc
07a |063001060-1387 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for panel) 1pc
07b  [063001060-1458 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for door) 2 pcs
08 |060001000-1410 Push-in Glazing Vinyl for 6mm (1/4in) Glass 1pc
09 [091131 ST4.0 x 55mm Pan Head Screw 8 pcs
10 |091104 ST4.0 x 25mm Pan Head Screw 8 pcs
11 091101 ST4.0 x 10mm Pan Head Screw 4 pcs
12 (092102 ST4.2 x 16mm Countersunk Screw (pre-attached to #03) 4 pcs
12 ]092102 ST4.2 x 16mm Countersunk Screw 2 pcs
13 07551011 / 07554011 / 07556011 / 07559011 Decorative Cover and Washer 4 pcs
14 07552148 Wall Anchor 8mm (5/16in) 8 pcs
15 [060007060-1411 Vinyl Insert for Glass Profile 1pc
16 |07551014 / 07554014 / 07556014 / 07559014 Glass Clip for 6mm (1/4in) Glass 2 pcs
17a |07341008 / 07344008 / 07346008 / 07349008 Single Roller Assembly (top) for 6mm (1/4in) Glass 2 pcs
17b [07341009 / 07344009 / 07346009 / 07349009 Single Roller Assembly (bottom) for 6mm (1/4in) Glass 2 pcs
18 |07221023 /07224023 / 07226023 / 07229023 Towel Bar Assembly for 6mm (1/4in) Glass 1pc
--- 107550009 Roller Stopper (pre-attached to #03) 4 pcs

BOLD digit indicates finish:
1 = Chrome

4 = Brushed Nickel

6 = Oil Rubbed Bronze

9 = Matte Black

Contact the manufacturer for Part replacement, installation assistance or additional information.
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Factory Parts Information

SLIDING SHOWER DOOR WITH FIXED PANEL (48X72) - FACTORY PARTS INFORMATION

ITEM # FACTORY PART NUMBER ITEM DESCRIPTION QTY
01 [04002011-1830 /04002041-1830 / 04002061-1830 / 04002091-1830 |Left or Right Glass Profile for 6mm (1/4in) Glass 2 pcs
02 |04183011-1830/04183041-1830/04183061-1830/ 04183091-1830 (Left or Right Wall Profile 2 pcs
03 [04001011-1134 / 04004011-1134 / 04006011-1134 / 04009011-1134 |(Top or Bottom Guide Rail 2 pcs
04 010021014 (Clear Glass) / 010021016 (Frosted Glass) Door Glass 1pc
05 010022007 (Clear Glass) / 010022008 (Frosted Glass) Inline Panel Glass 1pc
06 |07221006 / 07224006 / 07226006 / 07229006 Single Sided Curved Handle with Knob for 6mm (1/4in) Glass 1pc
07a [063001060-1743 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for panel) 1pc
07b |063001060-1814 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for door) 2 pcs
08 |060001000-1765 Push-in Glazing Vinyl for 6mm (1/4in) Glass 1pc
09 091131 ST4.0 x 55mm Pan Head Screw 8 pcs
10 |091104 ST4.0 x 25mm Pan Head Screw 8 pcs
11 091101 ST4.0 x 10mm Pan Head Screw 4 pcs
12 [092102 ST4.2 x 16mm Countersunk Screw (pre-attached to #03) 4 pcs
12 092102 ST4.2 x 16mm Countersunk Screw 2 pcs
13 [07551011 / 07554011/ 07556011 / 07559011 Decorative Cover and Washer 4 pcs
14 07552148 Wall Anchor 8mm (5/16in) 8 pcs
15 [060007060-1800 Vinyl Insert for Glass Profile 1pc
16 |07551014 /07554014 / 07556014 / 07559014 Glass Clip for 6mm (1/4in) Glass 2 pcs
17a |07341008 / 07344008 / 07346008 / 07349008 Single Roller Assembly (top) for 6mm (1/4in) Glass 2 pcs
17b (07341009 / 07344009 / 07346009 / 07349009 Single Roller Assembly (bottom) for 6mm (1/4in) Glass 2 pcs
18 |07221024 / 07224024 / 07226024 / 07229024 Towel Bar Assembly for 6mm (1/4in) Glass 1pc
--- 107550009 Roller Stopper (pre-attached to #03) 4 pcs

BOLD digit indicates finish:

1 = Chrome

4 = Brushed Nickel

6 = Oil Rubbed Bronze
9 = Matte Black
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Factory Parts Information

SLIDING SHOWER DOOR WITH FIXED PANEL (54X72) - FACTORY PARTS INFORMATION

ITEM # FACTORY PART NUMBER ITEM DESCRIPTION QTY
01 |04002011-1830/ 04002041-1830 / 04002061-1830 / 04002091-1830 |Left or Right Glass Profile for 6mm (1/4in) Glass 2 pcs
02 |04183011-1830/04183041-1830/04183061-1830 /04183091-1830 |Left or Right Wall Profile 2 pcs
03 |04001011-1283/04004011-1283 / 04006011-1283 / 04009011-1283 |Top or Bottom Guide Rail 2 pcs
04 010022011 (Clear Glass) / 010022013 (Frosted Glass) Door Glass 1pc
05 010022010 (Clear Glass) / 010022012 (Frosted Glass) Inline Panel Glass 1pc
06 07221006 / 07224006 / 07226006 / 07229006 Single Sided Curved Handle with Knob for 6mm (1/4in) Glass 1pc
07a |063001060-1743 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for panel) 1pc
07b |063001060-1814 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for door) 2 pcs
08 |060001000-1765 Push-in Glazing Vinyl for 6mm (1/4in) Glass 1pc
09 [091131 ST4.0 x 55mm Pan Head Screw 8 pcs
10 |091104 ST4.0 x 25mm Pan Head Screw 8 pcs
11 091101 ST4.0 x 10mm Pan Head Screw 4 pcs
12 [092102 ST4.2 x 16mm Countersunk Screw (pre-attached to #03) 4 pcs
12 092102 ST4.2 x 16mm Countersunk Screw 2 pcs
13 07551011 / 07554011 / 07556011 / 07559011 Decorative Cover and Washer 4 pcs
14 07552148 Wall Anchor 8mm (5/16in) 8 pcs
15 [060007060-1800 Vinyl Insert for Glass Profile 1pc
16 [07551014 / 07554014 / 07556014 / 07559014 Glass Clip for 6mm (1/4in) Glass 2 pcs
17a 07341008 / 07344008 / 07346008 / 07349008 Single Roller Assembly (top) for 6mm (1/4in) Glass 2 pcs
17b |07341009 / 07344009 / 07346009 / 07349009 Single Roller Assembly (bottom) for 6mm (1/4in) Glass 2 pcs
18 |07221051 /07224051 / 07226051 / 07229051 Towel Bar Assembly for 6mm (1/4in) Glass 1pc
--- 107550009 Roller Stopper (pre-attached to #03) 4 pcs

BOLD digit indicates finish:

1 = Chrome

4 = Brushed Nickel

6 = Oil Rubbed Bronze
9 = Matte Black
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Factory Parts Information

SLIDING SHOWER DOOR WITH FIXED PANEL (60X72) - FACTORY PARTS INFORMATION

ITEM # FACTORY PART NUMBER ITEM DESCRIPTION QTY
01 [04002011-1830 /04002041-1830 / 04002061-1830 / 04002091-1830 |Left or Right Glass Profile for 6mm (1/4in) Glass 2 pcs
02 |04183011-1830/04183041-1830/04183061-1830 / 04183091-1830 |Left or Right Wall Profile 2 pcs
03 [04001011-1437 / 04004011-1437 / 04006011-1437 / 04009011-1437 |Top or Bottom Guide Rail 2 pcs
04 010021010 (Clear Glass) / 010021011 (Frosted Glass) Door Glass 1pc
05 010022004 (Clear Glass) / 010022005 (Frosted Glass) Inline Panel Glass 1pc
06 |07221006 / 07224006 / 07226006 / 07229006 Single Sided Curved Handle with Knob for 6mm (1/4in) Glass 1pc
07a [063001060-1743 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for panel) 1pc

07b |063001060-1814 Vinyl Seal with a Flexible Fin for 6mm (1/4in) Glass (for door) 2 pcs
08 [060001000-1765 Push-in Glazing Vinyl for 6mm (1/4in) Glass 1pc
09 |091131 ST4.0 x 55mm Pan Head Screw 8 pcs
10 |091104 ST4.0 x 25mm Pan Head Screw 8 pcs
11  [091101 ST4.0 x 10mm Pan Head Screw 4 pcs
12 |092102 ST4.2 x 16mm Countersunk Screw (pre-attached to #03) 4 pcs
12 (092102 ST4.2 x 16mm Countersunk Screw 2 pcs
13 07551011 / 07554011 / 07556011 / 07559011 Decorative Cover and Washer 4 pcs
14 7552148 Wall Anchor 8mm (5/16in) 8 pcs
15 [060007060-1800 Vinyl Insert for Glass Profile 1 pc
16  [07551014 / 07554014 / 07556014 / 07559014 Glass Clip for 6mm (1/4in) Glass 2 pcs
17a |07341008 / 07344008 / 07346008 / 07349008 Single Roller Assembly (top) for 6mm (1/4in) Glass 2 pcs
17b |07341009 / 07344009 / 07346009 / 07349009 Single Roller Assembly (bottom) for 6mm (1/4in) Glass 2 pcs
18 (07221023 /07224023 / 07226023 / 07229023 Towel Bar Assembly for 6mm (1/4in) Glass 1pc
---|07550009 Roller Stopper (pre-attached to #03) 4 pcs

BOLD digit indicates finish:
1 = Chrome

4 = Brushed Nickel

6 = Oil Rubbed Bronze

9 = Matte Black
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StipING SHOWER AND TuB Door WIiTH
Fixep PANEL

INSTALLATION INSTRUCTIONS

—

IMPORTANT!

The manufacturer reserves the right to alter, modify or redesign products at any time without prior notice for the
purpose of product improvement and customer experience. Please refer to the manufacturer’'s web page for the latest
technical drawings, installation manuals, warranty information or additional product details.
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